SPECIFCATIONS FOE STBEET PAVEMENTS, ETO.
nor more than four and one-half inches deep, with rounded edges with a radius of three-eighths of an inch. Said brick shall be of the kind known as "repressed" brick, and shall be repressed to produce a mass free from internal flaws, cracks or laminations.
The bricks shall be free from lime or other impurities that will injuriously affect them when immersed in water, uniform in size and quality, and thoroughly burned and annealed.
All bricks so distorted in burning, or with such prominent kiln marks as to produce an uneven pavement, shall be rejected.
Each bidder shall submit one hundred bricks, which shall be subjected to such physical tests as may, in the opinion of the street commissioner, be necessary to determine their quality and suitability for the work.
To secure uniformity in bricks of approved manufacture, delivered for use, the following tests shall be made:
1.    They shall  show   a modulus   of   rupture   in   cross-breaking of not less than two thousand pounds per square inch.
2.    Specimen bricks shall be placed in the machine known as a "Rattler" twenty-eight inches in diameter, making thirty revolutions  per   minute.    The  number of  revolutions   for   a standard   test shall be  eighteen  hundred,  and  if the loss   of weight by abrasion or impact during such  test  shall   exceed twenty-five per cent of the original weight of the bricks, then the bricks shall be rejected.    An official test to be the average of two of the above tests.
3.    They shall not absorb more than two per cent of their own  weight  of  water after being  immersed   for   forty-eight hours: this test to be made after bricks have been broken and passed through the rattler.
No bid contemplating the use of rejected brick shall be entertained.
Samples may be submitted by manufacturers, in which case the bidder proposing to use brick of such manufacture will not be required to submit samples. The quality of brick furnished must conform to the samples presented by the manufacturers and kept in the office of the street commissioner. The street commissioner reserves the right to reject any and all bricks, which, in his opinion, do not conform to the above specifications. Any brick may have a proper shrinkage, but shall not differ materially in size from the accepted samples of the same make, nor shall they differ greatly in color from the natural color of the well-burned brick of its class and manufacture.
No bats or broken bricks shall be used, except at the curbs or gutter as the case may be, where nothing less than a half brick shall be used to break joints. The bricks to be laid in
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